World's Leading Manufacturer Of Fibreglass Whip Antennas

SPECIALISTS FOR AM BROADCASTING

35 ft Fibreglass
Portable AM Antenna

V33035AM-CL2

THE VALCOM MODEL V33035AM-CL2 IS A PORTABLE 35-FOOT, FIBREGLASS
ANTENNA AND TUNABLE COUPLER SYSTEM DESIGNED FOR OPERATION IN
THE AM FREQUENCY BAND. THE ANTENNA IS COMPRISED OF A BASE
SECTION AND A COIL-LOADED 2nd SECTION. THERE ARE SIX 2nd SECTIONS
AVAILABLE WITH EACH ONE COIL-LOADED TO PROVIDE OPTIMUM
PERFORMANCE WITHIN A SPECIFIC SUB-BAND WITHIN THE FULL FREQUENCY
BAND OF 540 kHz TO 1700 kHz.

FOR APPLICATIONS WHERE IT IS NECESSARY TO CHANGE THE OPERATING
FREQUENCY WITHIN THE FULL BAND, THE V33035AM-CL2 CAN BE SOLD AND
SHIPPED AS A COMPLETE 7-PIECE SET. FOR THE REMAINING FIXED
FREQUENCY APPLICATIONS, THE ANTENNA IS SOLD AND SHIPPED AS A TWO-

PIECE SET, WHICH INCLUDES THE APPROPRIATE 2nd SECTION. 1

THE V33035AM-CL2 PROVIDES VERTICALLY POLARIZED, OMNI-DIRECTIONAL
RADIATION CAPABLE OF HANDLING POWER LEVELS UP TO 1 kW. FOR HIGHER
POWER APPLICATIONS, THE ANTENNA CAN BE PURCHASED WITH AN
OPTIONAL TOP TERMINATION DISC WHICH REDUCES THE CORONA EFFECTS
TO ALLOW FOR POWER LEVELS UP TO 5 kW AT CERTAIN FREQUENCIES.

FEATURES:

e MINIMUM MAINTENANCE

e HIGH RELIABILITY

e SHIPBOARD APPLICATIONS
e BROADBAND

e WEATHERPROOF
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ELECTRICAL CHARACTERISTICS

BASE WITH 2nd SECTION A

540 kHz to 600 kHz

BASE WITH 2nd SECTION B

600 kHz to 720 kHz

FREQUENCY BASE WITH 2nd SECTION C

720 kHz to 840 kHz

RANGE BASE WITH 2nd SECTION D

800 kHz to 980 kHz

BASE WITH 2nd SECTION E

980 kHz to 1400 kHz

BASE WITH 2nd SECTION F

1400 kHz to 1700 kHz

POLARIZATION VERTICAL
AZIMUTH COVERAGE OMNIDIRECTIONAL
DRY WITHSTANDING VOLTAGE 30 kV
POWER RATING (STANDARD CORONA BALL) 1 kW PEAK
POWER RATING (OPTIONAL CORONA DISC) 5 kW PEAK

MECHANICAL CHARACTERISITICS

MECHANICAL LENGTH

36 FT 3 IN (28.2 M)

WEIGHT

284 LBS (129 KG)

CENTRE OF GRAVITY

13FT 5IN (3.4 M)

BASE INSULATOR

EPOXY FIBREGLASS

JOINTS

BRONZE THREADS WITH LOCKING PINS

TOP TERMINATION

STANDARD UNIT : BRASS CORONA BALL
HIGH POWER OPTION : BRASS CORONA DISC

ABRASION RESISTANCE

GOOD

TEMPERATURE -60°F to 150°F (-50°C to 65°C)

HUMIDITY 0% to 100%

WIND LOADING TO 150 MPH (240 KM/H)

ICE LOADING 0.75IN (1.9 CM) ICE AT 100 MPH (160 KM/H)
NOTES:

1. DO NOT USE LEAD BASE PAINT TO TOUCH-UP OR REPAINT ANTENNA
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—*- SIDE FEED

P.O. BOX 603 GUELPH, ONTARIO, CANADA, N1H 6L3
TEL 519-824-3220 FAX 519-824-3411

INTERNET: www.valcom-guelph.com

EMAIL: enquiries@valcom-guelph.com




