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VEDAS 11

Valcom

Environmental
Data
Acquisition
System

The VEDAS Il is the newest addition to Valcom’s family of
dataloggers offering more features than the original
VEDAS datalogger. It is a multi-faceted self contained
data acquisition platform. It is completely user
configurable and is fully capable of meeting multiple real
time data acquisition requirements. Packaging is both
rugged and compact and is ideal for use in harsh
environments. The VEDAS Il is suitable for use in
military, avionic, industrial, hydrological, and
meteorological applications.

The VEDAS Il will accommodate a multitude of sensors
such as wind speed and direction, water level, relative
humidity, temperature, precipitation, dewpoint, shaft
encoders, pressure transducers, etc.

The VEDAS II, when equipped with a GOES transmitter
and a solar panel, is ideally suited for data collection in
remote areas for extended periods.

All acquisition/communication requirements for VEDAS Il
are entered using an RS-232C terminal or the integrated
keypad/display via user friendly built-in menu based
operations.The built-in menu easily facilitates the

FEATURES:

7 Differential or 21 Single Ended Analog Inputs

7 Low Frequency Pulse Counting Inputs

2 High Frequency Pulse Counting Inputs

2 SDI-12 Ports

8 Digital /O Channels

4 Programmable Excitation Qutputs

2 Switched 12 V Outputs

2 RS-232C Ports

1 RS-485 Port

Real Time Clock

Rugged NEMA 4X Enclosure

20 Character x 2 Line Display With Keypad

8 MByte PCMCIA FLASH Memory Card Interface
Internal/External High Speed Modem Capabilities
GOES Communication Capabilities

Operating Temperature: -40°C to +50°C

Low Power Standby Mode

Programming Using A User Friendly Menu System
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